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PRODUCT INTRODUCTION

Thank you for using the SANCH SC-2000E series knitting
controller. SC-2000E series is a high-performance, high-accuracy,
strong-stability and anti-jam knitting controller, manufactured using
high-quality components and incorporating the up-to-date
microprocessor technology available in the world. It may be the
most simple-operation and stable-quality knitting controller in the
marketing at present, thanks to employment of the reliable, advanced
controlling technology.

CHAPTER 1 ATTENTION

This manual will provide user the attention about installation,
parameter setting, troubleshooting and daily maintenance. In order
to guarantee to install and operate this equipment correctly, please
read this manual carefully before installing, and keep it properly
for all users of this equipment.

The following guidelines are special CAUTIONS:

* Ensure the power is OFF before starting to wire.

* In order to avoid shorting between the parts or circuit, do not
place metal objects inside control box.

* Because the electronic components on PCB are sensitive to
ESD(electrostatic discharge), to avoid damage to the device, do
not touch components or to avoid damage to the device, do not
touch components or the circuit boards inside box until all static
control precautions have been taken. Connect the cover to earth
ground with a wire properly.

* Pay attention to the ambient temperature and the device of
ventilation;

* Only a qualified personnel has right to uninstall this equipment.
Please perform wiring strictly according to the basic wiring diagram.
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